Windows 98 IR setup for IR520SA

Connect IR520SA serial adapter to the 9 pin male D type connector of the desktop or laptop PC.

® Before using IRS20SA please make sure the motherboard BIOS ACPI function had been

DISABLE.

For example the AWARD BIOS setting:

Computer power on—Press “Del” key until go into the BIOS CMOS Setup Utility—Move the
light bar to the “Power Management Setup” and press the enter key—Move the light bar to the

“ACPI function” and set to disable
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Go to “Control Panel” and double click on “Add
New Hardware”.

Add New Hardware Wizard

‘Windows can now search for hardware that iz not Plug
and Play compatible, or you can select your hardware from
a ligh.

‘wihen Windows detects new hardware, it automatically
determines the current settings for the device and installs
the corect driver. For thiz reason it is strongly
recommended that pou have Windows search for pour
hew hardware.

Do you want Windows ta zearch for pour new hardware?

 Yes [Recommended)

% Mo, | want to select the hardware from a listi
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Click on “Next” twice, then select “No, I want to
select the hardware from a list” then click on
“Next”.

Add New Hardware Wizard I 3

Select the type of hardware pou want to install.

Hardware types:
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Scroll down the menu and highlight “Infrared
Devices”, then click on “Next” twice.




Click the manufacturer of the infrared device. Then click the infrared device
type that matches your hardware. Then click Q. |f you have an ingtallation
dizk for this device, click Have Disk.

Add Infrared Device Wizard

Infrared Devices:

Manufacturers:

rie ed Serial Port or
Infrared PrP Serial Port
Infrared PrP Serial Port [*FHPOS10]

4. Under

“Manufacturers” and the “Infrared
Devices” Select item, Please click on “Have Disk”
button.

Install From Disk

Inzert the manufacturer's installation digk into
the drive selected, and then click O,
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5. Fill in the IR520SA driver location area then click
On ‘COK”

Click the manufacturer of the infrared device. Then click the infrared device
type that matches your hardware. Then click OF. |f you have an installation
disk far this device, click Have Disk.

Add Infrared Device Wizard

Models:
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6. Click on “OK”

Add Infrared Device Wizard

‘r'ou have selected the following infrared device:

IIH52DSA Infrared S erial Part

Infrared Transceiver

Generic Infrared Port
ACTISYS 200L

Adaptec AlRport 2000
AMP PHASIR
ESI|-39680.JetEyve PC
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Flease make pour selection. To continue, click Mext.
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7. Select “IR520SA” then click on “Next”




Add Infrared Device Wizard

8. Select the port which the IR520SA is physically
connected then click on “Next”

‘r'ou have selected the following infrared device:
;:IIF|52DS.Q Infrared 5 erial Port

Select the port to which the infrared device iz
physically connected.

Communications Port [COM2]
:Commurications Fort [CORT]

Flease make pour selection. To continue, click Mext.
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Add Infrared Device Wizard

9. If the Infrared serial port shows “COM4” and

Infrared printer port shows “LPT3” then Select
“Use default ports (recommended)”. Click on

Infiared serial COM) port: ~ [COM4 “Next”

Infrared printer [LPT] port: __-fILPT3

To uze theze az vour infrared ports, click se default
ports'. Tao specify different ports, click 'Change ports'.

Select zsimulated zenial and printer ports. These are uzed
by infrared applications to access the infrared device.

& Use default ports [recommendedf

" Change ports

< Back I Mext > I Cancel |

Add Infrared Device Wizard

10. Click on “Finish”, The driver is installed
successfully.

Click Finizh to complete the installation of pour infrared
device.

|| 11. Please reboot your computer.

< Back

Cancel |

12. When driver installed already, user can find the IR
monitor icon on the bottom of the right side




13. If user want to check the driver installed already or
not the he can use the mouse point to the “My
Computer” icon and click on left key once —
Click on mouse right key once — Move the light
bar to the “Property” and click on mouse left key
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General Hardware F'rofilesl Performancel
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14. Select the “Device Manager” — check the
“Infrared devices” and “Network adapters”
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